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ETERNO SD
LED DOWN LIGHT

Product Information

General
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Light Type Down Light

Mounting Recessed

Lamp Integral LED,COB

Beam Angle 90°

CCT 3000K/4000K/6500K

CRI >80

Wattage 9W-30W

Lumen Output 100LM/W

LED Life Time >30,000h

Driver ON-OFF

Input Voltage AC 220~240 V

Input frequency 50 / 60 Hz

Power Factor >0.9

THD <15%

Housing Die Cast Aluminium

Lens/Diffuser Opal PC Diffuser

Ambient Temperature -0°C to 45°C

IP Rating IP40

Body Color White

Electrical

Office spaces, Shops, Conference Halls, 
Foyers, Retail Showrooms , Bathrooms

Applications :

Recessed Down Light aesthetically designed fixtures are suitable
for new construction and retrofit applications, Better color
rendering, Specular reflectors with carefully placed luminous
elements offer excellent cutoff for comfortable lighting with
high visual impact, Instant start and frequent switching, longer
lifetime; with the push-in connectors, installation is easy and
quick

Driver Option DALI/1-10V

Dimensional diagram

PRODUCT CODE POWER LUMENS CRI
DIMENSION 
(mm)

CUTOUT 
(mm)

FD-ETERNO SD.09 09W 900lm 80 D: 118Ø, H: 60 C: 95Ø

FD-ETERNO SD.15 15W 1500lm 80 D: 145Ø, H: 75 C: 125Ø

FD-ETERNO SD.20 20W 2000lm 80 D: 195Ø, H: 95 C: 160Ø

FD-ETERNO SD.25 25W 2500lm 80 D: 230Ø, H: 105 C: 200Ø

FD-ETERNO SD.30 30W 3000lm 80 D: 230Ø, H: 105 C: 200Ø


